


Storagetech™ Model 1200 Storage Tank Vent CO2 (Carbon di-oxide) Absorbers  are 
equipped with replaceable MMHasso™ Filter cartridges that contains cells and particulate 
filters. Storagetech™ designs and manufactures Low-Pressure-Drop CO2 Scrubber /CO2 
Absorber to remove CO2 gases from the airflow during emptying and filling of storage tanks 
and already exist CO2 inside of the storage tank. Storagetech CO2 Scrubber/CO2 Absorber 
which particularly designed with new technology for Condensate, demineralized water tank 
and other storage tank vents. The most common design is use of 4-stage asymmetric 
structurestructure active filtration principle in which MMHasso™ Filter cartridges is embedded inside 
the filter media.

CO2 Scrubber & Absorbers are mounted on the breather valve of the tank. It very well may 
be gathered either on the top of the tank or on the ground. The CO2 filtration effectiveness 
up to 100% empowers a high caliber of demineralized water.

MMHasso™ Filter for Demineralized Water Tank Vents is to be introduced at the breathing 
vent to avert CO2 entrance in to the DM water stockpiling tank. The aim is to maintain full 
removal of the CO2 from the outer sources.



• Specially designed for working with DM 
Tanks, Condensate Storage Tanks and 
other storage tanks

• With MMHasso™ Filter cartridges 
provides Low Pressure Drops

• Easiness with renewal of Filter cartridge

• Material can be specified following; 
Al / CS/ SS 304 / SS 316 and other higher Al / CS/ SS 304 / SS 316 and other higher 
grades,

• Easy installation and maintenance

• Flange Connections are according to 
ASME / DIN/ JIS etc.

The most common way of measuring very low ionic impurity levels in ultra-pure water is 
conductivity and resistivity analyzes. Demineralized water is usually exposed to air from 
CO2, which increases its conductivity and gives the appearance of a pollutant in water. The 
CO2 Scrubber for DM Tanks allows you to maintain your pH and low conductivity of 
demineralized water. Contingent upon the CO2 focus in the approaching air, the water 
conductivity can be expanded to ~ 0.8-1.5 suS/cm.

Storagetech™Storagetech™ is a global manufacturer of Low-Pressure-Drop CO2 Scrubber/CO2 Absorber 
which especially structured with new innovation for demineralized water tank and other 
storage tank vents.  Model 1200 is important for industries such as demineralized water, 
power generation, semiconductors and pharmaceuticals having strict legal requirements. In 
additional MMHasso™ filters are usually used in  to remove odor from the air too.



• This product absorbs and separates CO2

• Low pressure drop

• Specially designed for use top of
 the tank and on the ground

• Blocking CO2 in the air entering the tank

• Easy filter change

• Easy maintanance• Easy maintanance

SIZES : 
     2” TO 16” NM INLET/OUTLET

MATERIALS : 
     ALUMINIUM
     STAINLESS STEEL
     CARBON STEEL

MATERIALS OF CONSTRUCTION

STORAGE TANK VENT
CARBON DIOXIDE ABSROBER 
FOR STORAGE TANK  VALVES 



Äager GmbH 
Germany Head Office + R&D + Sales

Herzogspitalstraße 24 
Munich 80331
Germany
T: +49 89 9040 5200
WW: www.aager.de
E: sales@aager.de 

Azerbaijan Sales + Warehouse

Nizami Street 96E Landmark 
1 Building Suite 434 
Baku, Azerbaijan
Baku, Azerbaijan
T: +994(12) 480 4964
EE: sales@ergil.com 

Turkey Head Office + Sales

Ağaoğlu My Office 212 
No: 3 B Blok /175  
P.K 34218 Güneşli – Bağcılar
Istanbul / Turkey
T: +90 212 485 40 07
FF: +90 212 485 40 42
W: www.ergil.com
E: sales@ergil.com 

Turkey Factory + Engineering + R&D + Sales

Mersin Tarsus OSB.13.CD.NO:7 
P.K: 33540 Mersin, Turkey
T: +90 324 676 44 04
F: +90 324 676 44 03
E: sales@ergil.com 

U.A.E. Sales + Warehouse 

Jumeirah Lake Towers, X2 Tower 1906 
P.O. Box: 123661 Dubai, U.A.E.
P : +971 4 450 8051
F: +971 4 450 8041
E: sales@ergil.com




